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Important!  All boom section switches must remain in the
OFF position while Smartboom is in operation!

C H A P T E R

1
INTRODUCTION

Congratulations on your purchase of the Raven Smartboom system! This system
is designed to provide worry-free turn on and turn off of your booms with respect to
an as-applied area.  The following instructions are designed to assist you in the
proper installation of the Smartboom system.  See the Operation Manual of your
Smartboom console for instructions on setting up the software and using the
Smartboom system.
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Notes:
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C H A P T E R

2
INSTALLATION

Use the following procedure to properly install the Smartboom system
on a Spra-Coupe 3000/4000 Series sprayer.

1. Connect the cable P/N 115-1001-027 to the 5-Channel Driver
P/N 063-0172-753.

2. Mounting the 5-Channel Driver
a. Locate a suitable mounting location on the side of the

cab below the console.
b. Drill two holes to mount the 5-Channel Driver.
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c. Route the two smaller wire bundles from the Smartboom
Cable P/N 115-1001-027 up into the switch location.

Negative Boom
Switch Wire

Positive Boom
Switch Wire
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3. Connect the Smartboom Cable to the boom switch wires.
a. Remove the four screws securing the switch panel cover.

b. Carefully pull the switch panel upward to access the
switches.

c. Locate the boom wires that parallel with the console
wires.

Helpful Hint:  One of the switch connectors has an
adapter allowing two wires to be connected to the switch
connector.  This is the positive boom switch wire.  The
connector this wire is connected to will be used to trigger
the relay box in manual mode.  Make sure you identify
these connectors for later connection.
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d. Remove each boom section wire from each boom switch
and subtitute the corresponding boom wire from the
Smartboom Cable P/N 115-1001-027 following the
chart below.

3-Boom System

mooB
rebmuN

moobtramS
eriW
roloC

rotcennoC
gnidleihS

epuoCarpS
eriW

rebmuN

+1 kcalB dedleihS-nU B505

-1 yarG dedleihS B605

+2 nworB dedleihS-nU B705

-2 wolleY dedleihS B805

+3 eulB dedleihS-nU B905

-3 egnarO dedleihS B015

thW/klB dedleihS-nU C/N

elpruP dedleihS C/N

thW/nrB dedleihS-nU C/N

neerG dedleihS C/N

NOTE: Remove insulating connectors from booms 4 and 5 prior
to installing on a 5-boom system.
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5-Boom System

mooB
rebmuN

moobtramS
eriW
roloC

rotcennoC
gnidleihS

epuoCarpS
eriW

rebmuN

+1 kcalB dedleihS-nU B305

-1 yarG dedleihS B405

+2 nworB dedleihS-nU B505

-2 wolleY dedleihS B605

+3 eulB dedleihS-nU B705

-3 egnarO dedleihS B805

+4 thW/klB dedleihS-nU B905

-4 elpruP dedleihS B015

+5 thW/nrB dedleihS-nU B115

-5 neerG dedleihS B215

4. Connect the Smartboom Cable to the boom control switch.
a. Connect the Smartboom control switch from the

Smartboom Cable P/N 115-1001-027 to the previously
identified positive boom connection on each boom
switch, being sure to follow the Switch Connection chart.

b. Remove the white ground wire from each switch.

No Conection

Ground Wire

Positive Boom
Switch Connection

c. Attach supplied insulating terminals to remaining empty
posts on switch.
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Switch Connection

moobtramS
eriW
roloC

mooB
rebmuN

mooB-3
metsyS

mooB
rebmuN

mooB-5
metsyS

kcalB 1 1

nworB 2 2

eulB 3 3

thW/klB C/N 4

thW/nrB C/N 5

5. Connect Power and Ground to the Smartboom Cable.
a. Route the two white wires from the Smartboom Cable

P/N 115-1001-027 to a secure battery ground.

Helpful Hint:  The main ground lug is located under the
dash in the right hand corner of the cab.

Ground

b. Connect red wires to a good source of switched power.
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6. Connect the orange wire from the Smartboom cable
P/N 115-1001-027 to the master boom enable switch on the
machine.
a. Pull the joystick cable connectors out from under the side

console.
b. Identify the master spray/hold switch connector.
c. Disconnect the two pin weatherpack connectors.
d. Plug in the orange “Tee” connector from the Smartboom

cable P/N 115-1001-027 into the weatherpack connectors.
e. Return the wires and connectors to their location under

the side console.

7. Installation is now complete.

Master Spray/Hold
Switch Connection
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Notes:
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